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1. Set the tripod upright

2. Put a full-sized 1/2” hex nut and lock washer (spring type is fine here) on the
eye bolt and insert the eye-bolt from below the tripod head (Figures A and
B).

3. Hold the eye-bolt in place with one hand with a very slight upward pressure
(Figure B).

4. Make sure that there is about 3/4” -1" of threads showing above the tripod
head (as in Figure B).

5. Add an inside star lock-washer and the remaining 1/2” hex nut to the upper
end of the eye bolt (Figure C) and finger-tighten. NOTE: In most cases, it is
critical that you use a skinny jam nut at this point or the nut will interfere with
the proper seating of your offset adapter, preventing your tripod and adapter
from working properly.

6. Using a 3/4” open end wrench on the lower nut, maintain a slight upward
pressure. Simultaneously, use a box end, long socket, or open end wrench
on the upper nut and tighten as tight as you practically can. (Figure D)
IMPORTANT: Avoid putting downward pressure on the SK during this proc-
ess.

7. Your attaching hardware is now ready for use. There should be no reason to
have to loosen these nuts again unless you want to change the length of
threaded end that protrudes above the tripod head.

8. Add a shim of some kind, (plastic, fabric, or even an old CD) will do. This will
keep your offset adapter and tripod head from galling (Figure E).

9. Add your offset and secure with a washer and nut or knob (Figure F).




